EVPE /N
DVOUCESTNE ELEKTROMAGNETICKE

A TWO-WAY SOLENOID VALVES
VENTILY NEREZOVE pfimo oviddané

STAINLESS directly controlled

POUZITI: APPLICATION:
Pro dvoupolohové ovladani pratoku kapalnych For two - position control of liquid mediums
médii v potravinaiském a chemickém pramyslu. passage in food and chemical industry

POPIS FUNKCE: FUNCTION DESCRIPTION:
Ventil je bez proudu uzavien a pod proudem Valve is closed when the solenoid is de-
otevien. energized and open when energized.
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EVPE 4106.*2/N 1/4" 6 Rp 1/4 0 800 0,54 26 VA 0,7
EVPE 4106.*2/N 3/8" 6 Rp 3/8 0 800 0,54 26 VA 0,7
EVPE 4110.*2/N 8 Rp 1/2 0 100 1,3 26 VA 0,9
EVPE 2015.*2/N 15 Rp 3/4 0 50 1,5 26 VA 0,7
EVPE 2020.*2/N 20 Rp 3/4 0 30 2,3 26 VA 0,7
Pozn.: Typ 2015.*2/N a 2020.*2/N je mozno dodat s pfipojovacimi zavity vnéjSimi G1
Note.: Modification 2015.*2/N and 2020.*2/N - there is possible to equip also with G1 external connection thread.
TECHNICKE UDAJE: TECHNICAL DATA:
Provedeni 2/2 cestny, sedlovy ventil s elastickym tésnénim Modification 2/2 way, seat valve with elastic sealing
Funkce NC - bez proudu uzavien Function NC - normally closed
Ovladani elektricky, civka oto¢na 360° Control electric, 360° revolving coil
Pratokové médium | v8echna plynna a kapalna média, které nenapadaji Passage medium all gas and fluid medium that do not attack used
pouzité materialy materials
Pouzity material téleso - nerez ocel 1.4571; vnitfni ¢asti - nerez ocel Used material body - stainless 1.4571, insideparts - stainless steel,
tésnéni - pryZ potravinarska, FKM (Viton) sealing rubber - food rubber, FKM (Viton)
Teplota okoli -10 az + 40°C Ambient temperature| from -10 to +40°C
Teplota média max.80°C Medium temperature| max 80°C
Napajeci napéti 230V/50Hz, 24V/50Hz, 24V=, 12V=, 12V/50Hz, 110V/50Hz Supply voltage 230V/50Hz, 24V/50Hz, 24V=, 12V=, 12V/50Hz, 110V/50Hz
Doba zapnuti 100% Switching time 100%
Spinaci ¢as 10-30ms / 10-30ms Opening / closing 10-30ms / 10-30ms
(otevFeni/zavFeni) time
Poloha zabudovani | elektromagnetem nahoru, Instalation with the coil in vertical position above the body,
max. dovoleny odklon od svislé osy 90° max. allowed diversion from vertical axis is 90°
PFikon 26 VA Powerinput 26 VA
Kryti IP 54 Protection IP 54
El.pfipojeni konektorovou zasuvkou s ochrannym kontaktem El. connection connecting socket with a protecting contact
Prostiedi nevybusné * Environment inexplosive )
* na vyzadani * on request
OBJEDNACI KLIiC ZASTAVBOVE ROZMERY:
ORDERINGKEY Ev p E 2 020 .02/N ASSEMBLING DIMENSIONS:

E
Elektro_magneticky ventil B -I: N - nerezové provedeni
Solenoid valve N- stainless steel valve EVPE 2015.*2/N: 2020.*2/N
P-Pfimy 2- ventil pimo ovladany e '

P-Straight 2- directly controlled valve
E-Ventil bez proudu uzavien Napajeci napéti: 0-230VAC;
I -Ventil bez proudu otevien 1-24VAC; 2- 24VDC; 3-12VDC;
E-Normally closed - 4-12VAC; 5-110VAC
|- Normally opened Supply voltage: 0-230VAC;
2- Kapaliny 1-24VAC2- 24VDC; 3-12VDC;
4- V$echna plynna a kapalna 4-12VAC; 5-110VAC
média, ktera nenapadaji pouzité Jm. svétlost
materialy _ 1 Nominal inside diameter
421 kl\!lq;fsses and luquid 0-potravinarska pryz
mediqms,that do not attack used {1): EJIZ'XI :L}/t;tt?enr)
materials 1- FKM (Viton)
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_ 4 EVPE 2015.*2/N; 2020.*2/N 75 | 107 | 98 | 117 | 34 Rp 3/4
— EVPE 4106.*2/N 1/4" 556 | 97 | 73 | 85 | 25 Rp 1/4
N 4 . EVPE 4106.*2/N 3/8" 56 | 97 | 73 | 85 | 25 Rp 3/8
EVPE 4110.*2/N 60 | 100 | 82 | 92 | 30 Rp 1/2
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