EVPT 4
TRICESTNY ELEKTROMAGNETICKY THREE-WAY SOLENOID VALVE

VENTIL piimo oviadany directly controlled
G1/8-G1/4 G1/8-G1/4
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TYP - Objednaci | Jmenov. svétiostv Jmenov. svétlost v trubce | Pfipojovaci rozmé Tlakovy rozsah Priitokovy souginitel [Hmotnost
kod Inside dti::iz?er inthe | Inside diam‘gfgﬁ?\' the guiding Coévr?gfg:izé;n;ize Pressure range(MPa) Prikon Flow coefficient Weight
TYPE - Code body (DN) tube (DN) Rz Min Max Kv (m’. h") (kg)
EVPT 4218.*2 1,1 1,5 G1/8 0 1 6,5 VA 0,07 0,25
EVPT 4235.*2 3,5 3 G 1/4 0 1 22 VA 0,26 0,45
EVPT 4235.*2/N 3,5 3 G 1/4 0 1 22 VA 0,26 0,40
méFeno vodou pfi Dp=0,1MPa measured by water at Dp=0,1MPa
TECHNICKE UDAJE: TECHNICAL DATA:
Provedeni 3/2 cestny, sedlovy ventil s elastickym tésnénim Modification 3/2 way, seat valve with elastic sealing
Funkce NC (E) - bez proudu uzavien Function NC - normally closed
Ovladani elektricky, civka oto¢néa 360° Control electric, 360° revolving coll
Pritokové médium | vSechna plynna a kapalna média, které nenapadaji Passage medium all gas and fluid medium that do not attack used
pouzité materialy materials
Pouzity material téleso - mosaz (nerez ocel 1.4571); vnitini ¢asti - Used material body - messing (stainless 1.4571), insideparts -
nerez ocel;tésnéni - FKM (Viton) stainless steel, sealing - rubber FKM (Viton)
Teplota okoli -10 az + 50°C Ambient temperature| from -10 to +50°C
Teplota média max.120°C Medium temperature| max 120°C
Napéajeci napéti 230V/50Hz, 24V/50Hz, 24V=, 12V=, 12V/50Hz, 110V/50Hz Supply voltage 230V/50Hz, 24V/50Hz, 24V=, 12V=
Doba zapnuti 100% Switching time 100%
Spinaci ¢as 10-30ms/10-30ms Qpening / closing 10-30ms /10-30ms
(otevieni/zavFeni) time
Poloha zabudovani | elektromagnetem nahoru, Instalation with the coil in vertical position above the body,
max. dovoleny odklon od svislé osy 90° max. allowed diversion from vertical axis is 90°
PFikon 6,2 VA,22 VA Power input 6,5 VA, 22VA
Kryti IP 54 Protection IP 54
El.pfipojeni konektorovou zasuvkou s ochrannym kontaktem El. connection connecting socket with a protecting contact
OBJEDNACI KLIiC
ORDERING KEY EVPT 4235.0 2 /N
Elektro_magneticky ventil —I: N - nerezové provedeni
Solenoid valve N- stainless steel valve
P-Pfimy 2- ventil pfimo ovladany
P-Straight 2- directly controlled valve
T-Ventil tficestny Napéijeci napéti: 0-230VAC;
T-Three-way valve 1-24VAC; 2- 24VDC; 3-12VDC
4- V8echna plynna a kapalna Supply voltage: 0-230VAC;
média, ktera nenapadaji pouzité 1-24VAC2- 24VDC; 3-12VDC
materialy . Jm. svétlost
4- /ZI_I gas?s E:I:jd qu;udn . g Nominal inside diameter
mediums,that do not attack use y
: 2- FKM (Viton)
3 i . materials 2- FKM (Viton)
ZASTAVBOVE ROZMERY:
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